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(4) The fuel system.
(5) The exhaust system.
(f) Where engines are of a type which

cannot be divided into engine families
based upon the criteria listed in para-
graphs (b) and (d) of this section, the
Administrator will establish families
of those engines based upon the fea-
tures most related to their emission
characteristics.

[42 FR 1126, Jan. 5, 1977, as amended at 44 FR
48205, Aug. 17, 1979]

§ 86.421–78 Test fleet.
(a) A test vehicle will be selected by

the Administrator to represent each
engine-displacement-system combina-
tion. The configuration (engine cali-
bration, transmission, drive ratio,
mass, options, etc.) in the manufactur-
er’s application which the Adminis-
trator believes has the greatest prob-
ability of exceeding the standards will
be selected.

(b) At the manufacturer’s option, the
Administrator will only select one ve-
hicle to represent each engine family
where the total projected annual sales
for that family are less than 5,000 vehi-
cles.

(c) A manufacturer may elect to op-
erate and test additional vehicles
which are identical to those selected by
the Administrator. Written notice of a
commitment to operate and test addi-
tional vehicles shall be given to the
Administrator prior to the start of
testing and not later than 30 days fol-
lowing notification of the test fleet se-
lection. The results of tests performed
by the manufacturer will be combined
to determine deterioration factors.
Each vehicle must meet applicable
standards when tested by the Adminis-
trator and when those results are pro-
jected to the useful life.

(d) In lieu of testing a test vehicle
and submitting data therefore, a manu-
facturer may, with the prior written
approval of the Administrator, submit
exhaust emission data on a similar ve-
hicle for which certification has pre-
viously been obtained or for which all
applicable data has previously been
submitted.

§ 86.422–78 Administrator’s fleet.
The Administrator may require addi-

tional test vehicles identical in all ma-

terial respects to vehicles selected in
accordance with § 86.421. The number of
vehicles selected shall not increase the
size of the test fleet by more than 20
percent or one vehicle, whichever is
greater.

§ 86.423–78 Test vehicles.
(a)(1) Before beginning service accu-

mulation on a test vehicle, the manu-
facturer may perform a zero-kilometer
exhaust emission test.

(2) If such a test is performed, the
data shall be submitted to the Admin-
istrator when the application is sub-
mitted.

(3) Zero-kilometer test results shall
not be included in the determination of
deterioration factors.

(b) Once a manufacturer begins to op-
erate a test vehicle, as indicated by
compliance with paragraph (a) of this
section, the data from the vehicle will
be used, unless specified otherwise by
the Administrator. Discontinuation of
a vehicle shall be allowed only with the
written consent of the Administrator.

(c) Test vehicles shall be calibrated
at zero kilometres within the produc-
tion tolerances applicable to the manu-
facturer’s specifications.

(d) The Administrator may disqualify
a vehicle which receives assembly line
operations and adjustments which will
not be performed on production vehi-
cles.

[42 FR 1126, Jan. 5, 1977, as amended at 49 FR
48138, Dec. 10, 1984]

§ 86.425–78 Test procedures.
(a) Motorcycle emission test proce-

dures are found in subpart F.
(b) The Administrator may prescribe

emission test procedures for any mo-
torcycle which he determines is not
susceptible to satisfactory testing by
the procedures set forth in subpart F.

(c) Testing of any type with respect
to any test vehicle other than that
specified in this subpart and subpart F
is not allowed except as specifically au-
thorized by the Administrator.

§ 86.426–78 Service accumulation.
(a) The procedure for service accumu-

lation will be the Durability Driving
Schedule as specified in appendix IV to
this part. A modified procedure may
also be used if approved in advance by
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the Administrator. Except with the ad-
vance approval of the Administrator,
all vehicles will accumulate distance
at a measured curb mass which is with-
in 5 kg (11.0 lb) of the loaded vehicle
mass specified by the Administrator.

(b) During service accumulation, ve-
hicles shall not be operated for more
than 12 hours during an operating se-
quence. Engine shutdowns are per-
mitted during the operating sequence,
but the periods of shutdown are not in-
cluded in the 12 hour total. Following
each operating sequence, the vehicle
shall soak, without operation, for a
minimum of 8 hours. During soak peri-
ods, the vehicle shall be exposed to nor-
mal outside ambient temperatures and
humidity conditions unless vehicle
maintenance or servicing is being per-
formed.

(c) The manufacturer’s recommended
shifting procedure will be used for laps
1 through 10. Lap 11 shifts (W.O.T. ac-
celerations) must be conducted at the
manufacturer’s recommended max-
imum safe engine speed.

[42 FR 1126, Jan. 5, 1977, as amended at 42 FR
56737, Oct. 28, 1977]

§ 86.427–78 Emission tests.
(a)(1) Each test vehicle shall be driv-

en with all emission control systems
installed and operating for the fol-
lowing total test distances, or for such
lesser distances as the Administrator
may agree to as meeting the objectives
of this procedure. (See § 86.419 for class
explanation.)

Displacement
class

Total test
distance

(kilometers)

Minimum
test dis-

tance (kilo-
meters)

Minimum
number of

tests

I .......................... 6,000 2,500 4
II ......................... 9,000 2,500 4
III ........................ 15,000 3,500 4

(2) A zero kilometer emission test
may be performed prior to the begin-
ning of service accumulation.

(b) All vehicles shall undergo at least
four emission tests; one at the min-
imum test distance, one before and one
after periodic maintenance, and one at
the total test distance. If no mainte-
nance is scheduled, then at least two
tests will be performed, at equal inter-
vals, between the minimum and total
test distances. Additional tests may be

performed; such tests must be at equal
intervals and approved by the Adminis-
trator prior to starting service accu-
mulation.

(c) Where the Administrator agrees
to a lesser distance for service accumu-
lation, he may modify the maintenance
provisions of this subpart.

(d) All tests required by this subpart
must be conducted at an accumulated
distance within 250 kilometers (155 mi)
of the nominal distance at each test
point.

(e)(1) If a manufacturer conducts
multiple tests at any test point at
which the data are intended to be used
in the calculation of the deterioration
factor, the number of tests must be the
same at each point and may not exceed
three valid tests unless the manufac-
turer chooses to average the test re-
sults.

(2) If the manufacturer chooses to av-
erage the test results at a test point,
he may conduct more tests than the
minimum number of tests conducted at
any other test point.

The results of the multiple tests
shall be averaged to create a single
value which is the test point value used
in the deterioration factor calculation
specified in § 86.432–78.

(3) When using this option to gen-
erate data for a particular test point,
the manufacturer must include in the
average all valid test data generated at
that test point.

(4) The manufacturer shall follow the
same procedure for all exhaust pollut-
ants.

(5) The test results obtained from the
emission tests performed before and
after maintenance affecting emissions
shall not be averaged.

(f) The Administrator may require
that any one or more of the test vehi-
cles be submitted to him, at such
places as he may designate, for the pur-
pose of conducting emissions tests. The
Administrator may specify that he will
conduct such testing at the manufac-
turer’s facility, in which case instru-
mentation and equipment specified by
the Administrator shall be made avail-
able by the manufacturer for test oper-
ations. Any testing conducted at a
manufacturer’s facility pursuant to
this paragraph shall be scheduled by
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